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With CRONOS’S powerful capabilities,
conquering extremely heavy duty workloads 
will never be a problem for you.

VMC - 1490 / 1690
VMC - 1890 / 2090

Rigid,box-type slideways on 3 axes, high chip 
removal rate, rugged construction throughout, 
vast machining bed and high torque spindle are 
all presented in the CRONOS series to make heavy 
duty machining the easiest ever.

FEATURES
Is construced of a vast machine bed with four box ways providing everlasting 
cutting performance reliability.

Specifically designed for heavy-duty cutting, high chip removal applications;
special double gibs locked design improve the dynamic performance of 
continuous movement.Also the structure reinforced saddle by emission-type 
ribs offers excellent dynamic stability.

Designed with heavier construction and a high-torque to reduce cycle time for 
heavy steel operations.
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Lifetime Accuracy and the Utmost in Rigidity.
Based on the tradition of precision manufactueing capabilities,outstanding scraping
techniques and with attention to every detail, results in extremely smooth slideways
and precise mating surfaces. Also, the fine craftsmanship upgrades machining 
accuracy, rigidity and ensures lifetime reliability.

The spindle head has coolant circulation system. The circulated cooling system effectively reduce the heat generated 
from spindle and gears,while performing heavy cutting or high speed cutting. The cooling system avoids spindle 
deformation due to over heating and avoids affecting machining accuracy due to the spindle center offset,while 
ensuring long service life of the spindle bearings.
Catching system has a steel to hold the tool shank firmly.
Spiral circulated grooves on the spindle sleeve,incorporated with spindle oil system as standard Efficiently remove 
the generating temperature providing the best solution on spindle accuracy for long term operation.

Spindle

Gear type spindle
(Long nose)

The speed gears in spindle stock are
manufactured from Japan-Imported
Chormolybedenum alloy steel,
carburlzed and preacision ground to 
class 0 of JIS standards.

During machining, chips are flushed into the chip auger, then delivered to chip tray. This ensures a cleaner working

area at all time. Please choose the most suitable chip conveyor accordance to your machining chip scenario.

Steel Mold Chip Cast Iron Chip Powder ChipFlake Chip

Multi optional accessories for custom needs.Multi optional accessories for custom needs.

03 04

Multi optional accessories for custom needs.Multi optional accessories for custom needs.



Machine Specifications
Quality & Inspection
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 Mitsubishi M80 controller 
 Spindle speed 6,000 rpm(Gear) 
 Automatic tool changer 
 Full splash guard 
 Heat exchanger for electric cabinet 
 Automatic lubricating system 
 Spindle air blast system(M code) 
 Spindle oil cooler 
 Spindle air curtain 
 Spindle orientation 

 
 

 Coolant gun and air socket 
 Leveling kits 
 Removable manual &  

pulse generator(M.P.G) 
 LED light 
 Rigid tapping 
 Coolant system and tank 
 Cycle finish indicator  

and alarm light 
 RS-232C interface with  

cable(10m) (M/F) 
*(M/F),means Mitsubishi & Fanuc controller 

 Tool box 
 Operational and  

maintenance manual 
 Transformer(M/F) 
 Spindle coolant ring 

(M code) 
 Chip flush 
 YZ-axis slant cover  

protection chip auger  
(at rear of table)  

 Spindle speed 10,000rpm(Direct drive) 
 Coolant through spindle(CTS) 
 Controller(Fanuc/Siemens/Heidenhain) 
 Automatic tool length measuring device 
 Automatic work piece measuring system 
 CNC rotary table and tailstock 
 Oil skimmer 
 Link type chip convey with chip bucket 
 Linear scales(X/Y/Zaxis) 
 Coolant through tool holder 

Model Unit VMC-1490 VMC-1690 VMC-1890 VMC-2090

mm(inch) 1,400(55.2) 1,600(63.0) 1,800(70.9) 2,000(78.8)

mm(inch) 900(35.5) 900(35.5) 900(35.5) 900(35.5)

mm(inch) 700(27.6) 700(27.6) 700(27.6) 700(27.6)

mm(inch) 200~900(7.8~35.5) 200~900(7.8~35.5) 250~950(9.9~37.4) 250~950(9.9~37.4)

mm(inch) 990(39.0) 990(39.0) 990(39.0) 990(39.0)

mm(inch) 1,700 x 850(67.0x33.5) 1,900 x 850(74.8 x 33.5) 2,100 x 970(82.7 x 38.2) 2,300 x 970(90.6 x 38.2)

kg 1,600 2,000 2,500 2,800

mm(inch) 5 x 22 x 150(5 x 0.9 x 6.0) 5 x 22 x 150(5 x 0.9 x 6.0) 5 x 22 x 150(5 x 0.9 x 6.0) 5 x 22 x 150(5 x 0.9 x 6.0)

- BT-50 BT-50 BT-50 BT-50

rpm 6,000 6,000 6,000 6,000

- 2-Speed Geared Head 2-Speed Geared Head 2-Speed Geared Head 2-Speed Geared Head

- Grease Grease Grease Grease

- Oil cooled Oil cooled Oil cooled Oil cooled

kw(HP) 15(20) 15(20) 18.5(25) 18.5(25)

kw(HP) 15(20) 15(20) 18.5(25) 18.5(25)

m/min 15 / 15 / 15 15 / 15 / 15 10 / 10 / 10 10 / 10 / 10

m/min 12 12 10 10

pcs 24 / 32 arm 24 / 32 arm 32arm 32arm

type BT-50 BT-50 BT-50 BT-50

mm(inch) 110(4.3) 110(4.3) 110(4.3) 110(4.3)

kg 15 15 15 15

mm(inch) 300(11.8) 300(11.8) 300(11.8) 300(11.8)

sec. 3.8 3.8 3.8 3.8

kg/cm² 6up 6up 6up 6up

Positioning          VDI3441 mm(inch) P0.01(0.0004) P0.01(0.0004) P0.01(0.0004) P0.01(0.0004)

Repeatability      VDI3441 mm(inch) Ps0.006(0.0003) Ps0.006(0.0003) Ps0.006(0.0003) Ps0.006(0.0003)

kg 13,800 14,800 19,500 20,500

KVA 30 35 35 35

mm(inch)
3,420 x 3,675 x 3,280

(135.7 x 144.6 x 129.2)
4,030 x 3,675 x 3,280

(158.7 x 144.6 x 129.2)
5,360 x 4,170 x 3,500
(211 x 164.1 x 137.8)

5,620 x 4,170 x 3,500
(221.3 x 164.1 x 137.8)

- 1 x 20'FR(1 set) 1 x 20'FR(1 set) 1 x 20'FR(1 set) 1 x 20'FR(1 set)

TABLE

TRAVEL

DIMENSION

ACCURACY

AVG.CHANGING
TIME(ARM)

SPINDLE

FEED
RATES

TOOL
MAGAZINE

X axis

Y axis

Z axis

Spindle nose to table

Spindle center to solid
column surface

Working area

Max.loading

T-Slots(No. x Width x Pitch)

Tool shank

Speed

Transmission

Bearing lubrication

Cooling system

Spindle motor max.rating
(MITSUBISHI)

Spindle motor max.rating
(FANUC)

Rapids on X&Y&Z axis

Max.cutting feedrate

Tool storage capacity

Type of tool (optional)

Max.tool diameter

Power source required

Floor space (LxWxH)

Shipment advice

Max.tool weight

Max.tool lengh

Tool to tool

Air source required

Machine weight(Net)


