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TRAVEL UNIT XxYxZ
TRAVEL mm 200 +80x 400 x 330
Guide type - linear guide ways
Driven type - Ballscrew + cooling
Rapid feed rate(Max. speed) m/min 60/ 60 /60
Cutting feed rate m/min 15 /15 /15

A axis Deg 0°~370°

C axis Deg o
SPINDLE S1

Speed rpm 12000
Driven type - Direct Drive
Spindle taper - BT30
WORK RANGLE WORKTABLE
Table Diameter mm 140

Max. workpiece diameter mm 170

Max. workpiece height mm 170
Distance from spindle nose to table mm 0
Distance from spindle nose to tilting mm 145
Distance from table to tilting axis center mm 145
Distance from tilting axis center mm 100~-290
Distance from table to floor mm 1015

Max. loading capacity (Uniform load) kg 10kg*4=40kg
TOOL MAGAZINE STD OPT

Tool storage capacity pcs 30 40

ATC type type BT30 BT30

Max. tool length mm 160 160

Max. tool diameter mm 80 80

Max. tool weight kg 3 3
DIMENSION

Power consumption kva 15

Floor space (W x L x H) mm 2165 x 3356 x 2654
Container loading capacity kg 4500

SNOIOIZ8SIZ/N®: OPT. (Machine with link type chip conveyor), Unit: mm
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AdddressriNo.90, Alley 189, Wuguang Rd., Wuri Dist., Taichung City
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414, Taiwan (R.O.C))

6-4-23388879 FAX: +886-4-23361750

sales@maxmill-cnc.com.tw




